
QinetiQ

NOTIFIED BODY
No 0191

CERTIFICATE OF TYPE APPROVAL
(EC Certificate of Type Examination - Module B)
(Marine Equipment Directive - 96/98/EC, as amended* l)

Applicant:-

	

Manufacturer:-
McMurdo Ltd

	

McMurdo Ltd
Silver Point

	

Silver Point
Airport Service Road

	

Airport Service Road
Portsmouth, P03 5PB

	

Portsmouth, P03 5PB
United Kingdom

	

United Kingdom
This is to certify that the applicant has submitted details of a:-

GMDSS NAVTEX RECEIVER
(Commission Directive 2009/26/EC - Item A.1/5.3)

Of a type known and designated as:-

McMurdo Smartfind GMDSS NAVTEX
(Comprising component parts and having technical characteristics shown in schedule 1)

and that this has been tested and assessed, and when used in a combination of component parts as
described in the attached schedules, is CERTIFIED as complying with:

IEC 61097-6:2005 "Equipment for reception of meteorological or Navigational information (NAVTEX) "
IEC 60945:2002 "General Requirements for marine equipment" - EMC Clauses

(being specifications for Technical Characteristics and Methods of measurements, published by the
International Electrotechnical Commission).

It is also RECOGNISED that the equipment conforms to performance standards not inferior to those
adopted by the International Maritime Organisation, and which are contained in Resolutions A525(13)
as revised by Resolution MSC.148(77) and the relevant parts of Resolution A694(17).

SIGNED: DATE of ISSUE: 16th April 2010

R A Sharp

-I C'

Authorised Signatory
DATE of EXPIRY:

Certificate Number:

15th April 2015

QQ-MED-07/10-01

EU/USCG Mutual Recognition Agreement
Council Decision 2004/425/EC This category of equipment is not currently included in the MRA

This Certificate is Valid until expiry date shown, subject to the

	

__
standard conditions of issue printed on page 4
McMurdo Ltd are Module D registered with QinetiQ in accord
with standard condition 3, ref Certificate DQAS-03/09-McM002

	

C aQinetiQ

.1

	

Commission Directives 2009/26/EC, 2008/67/EC & 2002/84/EC

Under the terms of the United Kingdom Statutory Instrument, No 1957: 1999, QinetiQ Ltd has been Notified to the European Commission
by the Maritime and Coastguard Agency as a Body authorised to conduct Conformity Assessment procedures under the provisions of the
European Council Directive 96/98/EC (as amended) on Marine Equipment and issue Certificates of Type Approval.

Cody Technology Park
Ively Road, Farnborough

	

Maritime and Coastguard Agency

Hampshire. GU14 OLX

	

The MCA is an Executive Agency of
the Department for Transport
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Certificate of Type Approval - Schedule 1
McMURDO - Smartfind GMDSS NAVTEX Receiver

The applicant declared that the following units comprise the Radio equipment of the system
designation given on page 1. These units have been assessed & tested, and satisfactory details of these
units were included in the technical file. These units form systems consistent with the Item
Description A1/5.3, given in Annex Al of Commission Directive 2009/26/EC.

MAIN UNIT Comprising:
GMDSS NAVTEX Receiver 6" Colour LCD Display 93-100-001 *1, 2

SOFTWARE:-

	

Receiver software (93-700Z) Issue 1 *3
	 End of List.

* NOTES:-
1

	

This Navtex receiver (McMurdo Part No. 93-100-001) is a variant of the previously approved
Navtex receiver, McMurdo Part No. 35-095-001, using the same hardware with revised
software.

2

	

This equipment was tested to IMO Resolution MSC148 (77) and IEC 61097-6, Edition 2:2005 for
fitment in SOLAS convention vessels with installation after 1 July 2005.

3

	

Software Modification: This approval is valid for equipment including subsequent software
versions only where written details of such versions have been submitted to and accepted by
QinetiQ

Technical Characteristics

PARAMETER PROVISION COMMENT

FREQUENCY OF OPERATION 518kHz, 490kHz
and 4209.5kHz

RECEIVE Only (FIB modulation)

CHANNELS 3 3 independent receivers

RF POWER OUTPUT N/A No Transmitter
IEC 61162-2 Interface (Corn 1). 1 port (Tx, Rx) Conforms to IEC 61162-2:2001.

RS 422 Interface (Corn 2) 1 port (Tx, Rx) May form external printer port.
Message Memory
(scrollable on LCD Display)

X1000 message At least 200 messages of 500 characters capacity per receiver
plus operator preserved messages

Power Supply 12 to 24V DC Direct supply to receiver (autosensing).
-10% & +30% working range on nominal voltage shown.

Temperature Range -

	

Exposed
& IEC 60945 Class

	

- Protected
-25°C to +55°C
-15°C to +55°C.

-- Active Antenna (operational).
-- All other units

Conditions of Issue of this certificate are printed on page 4.

QinetiQ
Cody Technology Park
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