


The NAV6Series
NAVTEX Receivers

High Quality Dual Channel
NAVTEX Receivers

The ICS NAV6 series of NAVTEX receivers have
long been synonymous with high quality
manufacture and reliability throughout the
product range.

The NAV6 was the world’s first LCD NAVTEX system to offer
dual channel (518kHz and 490kHz) reception as standard.
Information is presented on a large and easy-to-read LCD
display, rivalling paper print-out for legibility.

NAVTEX is part of the Global Maritime Distress and Safety
System (GMDSS). It broadcasts weather and navigation
warnings in English on 518kHz every four hours from
transmitters around the world. Increasingly,local language and
small craft information is also transmitted on 490kHz. Urgent
messages such as gale warnings
can also be transmitted in between
scheduled transmissions when
necessary.

ICS has a long term commitment to
marine electronics and safety at sea,
supplying many of the world’s shore-
based transmission messaging
systems and helping to set the
NAVTEX standards via the IMO. Our
SOLAS tri-band NAVTEX receivers
are in widespread use by the world’s
commercial fleet, including merchant
and naval vessels.

The NAV6 adds a new dimension in NAVTEX functionality.
Unlike other NAVTEX receivers that discard unselected
messages, the large flash memory in the NAV6 means it has the
capacity to store all of the messages from transmitting stations
within its range. This allows you to recall, display and review any
message at any time even if it was not selected at the time of
the transmission.

The NAV6plusoffers simultaneous reception on both the
518kHz international channel and the 490kHz local
information channel and, when connected to an
NMEAdata source, it offers a range of
standard and custom instrument
repeater functions. 

The NAV6plusincludes a database of all NAVTEX stations
around the world and when connected to a GPS can be set to
automatically display messages from all stations within range or
just the closest station, helping to provide a much clearer picture
of the conditions in your area.

Aunique message processing (iNEC) feature benefits you by
decreasing errors in received messages in noisy or weak signal
areas. Choose from the NAV6 or NAV6plusaccording to your
requirements and budget. Outputs are also included for
connection to a serial printer or computer.

Dual Receiver33

NMEAAuto Station33

NMEAGPS Display33

NMEAInstrument Data33

NMEALogging33

Display Backlight333

Data Output33

Printer Output33

NAVTEX Display333

FEATURENAV6 NAV6plusNAV6repeater

NAV6plusand
NAV6repeater
Instrument Display

The NAV6plusand
NAV6repeater

include additional
instrument repeater

functions. All the
information you really

need at your
navigation position on
onelarge, easy to use

display.  With navigation
space becoming more
and more restricted in

modern boats, the
NAV6plusconcentrates all the

data you need, where you need it.
It takes critical NMEAdata from

your GPS or instrument
systems and displays it in a
highly innovative manner. An
electronic log book is updated
at regular intervals and can be
sent to a serial printer. These
powerful Instrument and GPS

repeater functions are included as
standard in the NAV6plus.

The NAV6repeatercan also be
purchased separately without a
NAVTEX receiver for use as a
stand-alone NMEArepeater.

When added to an existing system,
NMEAdata and NAVTEX data can

also be repeated at another
position such as the helm or fly

bridge.

•Instrument display

•Steering display

•Log display

•Conning display

Antenna and NAVTEX
Receiver Module

NAV6 Model Range Features Comparison 

All the information you really need at
your navigation position on one large,
easy-to-use display.
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